
Dual-Directional Soundfield ™ Systems … extreme placement flexibility!

Dual-Directional Soundfield™ Systems are currently available on selected models in:
Paradigm® CS and AMS In-Wall/In-Ceiling Series • Stylus® Outdoor Series • Rock Monitor™ Series • Paradigm® Reference SA In-Wall/In-Ceiling Series

Single-Speaker Left/Right Sound

Ideal in smaller areas less suited to a
stereo pair of speakers, or where a single
speaker is preferred. The speaker is
connected to the Left and Right amplifier
channels, positioned to achieve broadest
sound coverage.

5.1 Surround Sound
Using Two SM speakers:

Place one speaker on either side of the
listening area. Position so that one dome
of each speaker points toward the front,
of the room and the other dome points
toward the back. Connect each speaker
input in parallel to produce spacious 5.1
surround sound.

6.1 Surround Sound
Using One SM speaker:

Center the speaker behind the listening area,
domes pointed toward the left and right sides
of the room. Connect the inputs in parallel,
and use as the center rear speaker  for widely
dispersed 6.1 surround sound.

7.1 Surround Sound
Using Two SM speakers:

Place one speaker on either side of the
listening area. Position so that one dome
of each speaker points toward the front
of the room and use those channels for
L/R surround sound. The other domes will
point toward the back of the room for
L/R rear sound. The result is spacious
7.1 surround sound.

7.1 Surround Sound
Using One SM speaker:

Center a single speaker behind the listening
area, domes positioned toward the left and
right sides of the room. Connect to L/R Rears
for spacious 7.1 sound.

Paradigm® is a registered trademark of Paradigm Electronics Inc. Copyright © Paradigm Electronics Inc. We reserve the right to change specifications and/or features without notice as design improvements are incorporated

Paradigm’s proprietary “SM” (Stereo/Mono) speaker systems offer rich pure-fidelity L/R sound from a single speaker. Their Dual-
Directional Soundfield™ provides wider-than-normal dispersion making them ideal for use in many different applications. Their unique
design includes two tweeters, each offset at a 30° angle, and a twin voice-coil bass/midrange driver, engineered for the superior
sonic performance for which all Paradigm® speakers are renowned. The following illustrates the exceptional degree of flexibility
offered by this system in an in-ceiling application (similar in-wall applications would apply).
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Multiple Speakers for Distributed 
Left/Right Sound

In larger or unusually shaped areas, multiple
speakers each wired for Left plus Right sound
may be used to eliminate the L/R imbalances
that occur with separate stereo speakers, as
people move around or are seated closer to
one speaker than the other. Position speakers
to achieve broadest sound coverage.

The Dual-Directional Soundfield™ in Surround/Rear Applications … a great alternative.
Where Paradigm® ADP™ Surround/Rear speakers cannot be used, our Dual-Directional Soundfield™ systems are an ideal alternative:


