DECOR FIXED HORIZONTAL MOUNT BRACKET
for 1C & 1S & 1SC

STEPS
1. CENTER TEMPLATE WITH TV & ALIGN TO BOTTOM EDGE OF TV AS SHOWN USING SQUARE IF TV OFFSET FROM WALL & TAPE TEMPLATE TO WALL.
2. USING SHARP PIN PUNCTURE SMALL HOLES IN WALL WHERE CROSSHAIRS REPRESENT SCREW HOLES FOR BOTH WALL BRACKETS.
3. REMOVE TEMPLATE FROM WALL THEN POSITION WALL BRACKET SCREW HOLES OVER PIN MARKS & ATTACH EACH WALL BRACKET USING PROPER MOUNTING HARDWARE AS ADVISED BY PROFESSIONAL CONTRACTOR. (MOUNTING HARDWARE NOT SUPPLIED BY PARADIGM).
4. CAREFULLY ATTACH SPEAKER TO WALL BRACKETS BY PUSHING SPEAKER AGAINST WALL, THEN SLOWLY PUSHING DOWN PRE-INSTALLED SPEAKER BRACKETS ONTO WALL BRACKETS UNTIL TIGHT CONTACT IS MADE WITH THEM, THEN RELEASE. IF ALIGNMENT NEEDS SLIGHT ADJUSTMENT, LOOSEN SCREWS IN WALL BRACKETS, MOVE BRACKET UP OR DOWN USING BRACKET SLOTS, THEN TIGHTEN SCREWS AGAIN.

PLEASE NOTE THAT SPEAKER BRACKETS MAY BE ADJUSTED IF NECESSARY BUT ARE PRE-INSTALLED TO WORK WITH TEMPLATE. IF ALTERNATIVE SPACING OF BRACKETS IS DESIRED, THEN BOTH SPEAKER BRACKETS & WALL BRACKETS MUST BE ALIGNED ACCORDINGLY TO EACH OTHER & TV.